
With exReMely high sheaR Rate, SeFluid high sheaR MixeR seRies is ideal foR fast and effective Mixing, eMulsifying, disPeRsing and 
aeRating of fluids, solids and gas.A sMall exaMPle of vaRious aPPlications is the continuous PRoduction of stable eMulsion 
(oil+wateR, liquid+PowdeR, liquid+gas……); dilution of concentRate. SeFluid high sheaR inline MixeRs aRe widely used in PRoduction 
of food, Paint, deteRgent, adhesive and Pesticide. CoMPaRing to batch MixeRs, A SeFluid high sheaR MixeR foR continuous PRocess 
can highly Reduce the PRocess tiMe and incReases PRoduct quality.

How it works?

TheRe is one oR thRee sets of RotoRs and statoRs equiPPed with axial Positioned Mixing/sheaRing eleMents inside ouR Machines. At 
the Mean tiMe of Mixing PRoduction, it is also Possible to heat to cool the PRocced MediuM via the jacket aRound the woRking 
chaMbeR. TheRe aRe Many MateRial oPtions foR ouR MixeRs based on deffeRent MediuM. An beaRing block allows sMalleR cleaRance 
between the RotoR and statoR and theRefoRe even MoRe intensive sheaRing effect can be Made. SeFluid high sheaR MixeR seRies is 
equiPPed with long seRvice life double acting Mechanical seal to Make suRe theRe is no any leak aPPeaRs.
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Why SeFluid high shear in-line mixer?

1) 100% mixing and no dead spots: 

In usual Mixing, the Most used tyPe of Mixing is Paddle Mixing. In Most cases, Paddle agitation can coPe with the situation. HoweveR, if the solids content 
of the MateRial is high, soMe PowdeRy MateRials May foRM sludge and settle at the bottoM of the ReactoR due to gRavity duRing the Mixing PRocess, oR if 
the Physical sPecific gRavity of the MateRials is too diffeRent (e.g. wateR and gasoline) and it is difficult to Mix with each otheR, then, if a noRMal Paddle 
MixeR is used, theRe will be dead sPots, oR the MateRials will not be Mixed and eMulsified coMPletely. The Mixing and eMulsification of the MateRials is not 
coMPlete. In this case, if a SeFluid high sheaR in-line MixeR is used, all MateRial inside a tank Must be ciRculated exteRnally, and duRing the oPeRation of 
the Machine, the stRong sheaR and Mechanical kinetic eneRgy Make it Possible to Mix the MateRials that can be integRated with each otheR. TheRefoRe, the 
disadvantages of the Paddle MixeR can be coMPletely avoided.

2) 6 times of shearing, crushing, dispersing, mixing and emulsifying in just one pass: 

On a SeFluid high sheaR in-line MixeR, we use high PRecision fouR-axis Machine tools to PRecisely Machine the sheaRing PaRts fRoM a single Piece of 
Metal, instead of welding the sheaR teeth to the outeR wall as soMe otheR ManufactuReRs do; at the saMe tiMe, the gaP between the statoR and RotoR is 
contRolled to within 0.5 MM. ThRee sets of RotoR and statoR with coaRse, MediuM and fine teeth aRe designed by PRecise fluid PRinciPle calculation to woRk 
togetheR closely. By this way, it can be ensuRed that in each tiMe the Raw MateRial Passes thRough the woRking chaMbeR, it can be sheaRd foR six tiMes. 
SheaRing, cRushing, disPeRsing, Mixing and eMulsifying can be done in just one tReatMent.
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5) Better for emulsion making: 

The Most iMPoRtant thing to get stable eMulsion is to Make the dRoPlet size as sMall as Possible. APPlying MoRe sheaR eneRgy will get sMalleR susPended 
dRoPlets, and cReat a betteR stable eMulsion. SeFluid high sheaR in-line MixeR is veRy ideal foR this aPPlication and can easily obtain an eMulsion with a 
dRoPlet size of 2 to 5 MicRons. Besides, sMalleR size down to 0.5 MicRons also can be get based on diffeRent foRMulations. SeFluid PRoduces full Range of 
high sheaR in-line MixeRs widely used foR Making of eMulsions, fRoM lab size uP to big lot PRoduction units.



4) Better for mixing of liquids with significant different viscosity: 

If blend Miscible liquids with siMilaR viscosities, an agitatoR tyPe MixeR will be suitable. But if theRe is a big diffeRence in viscosity between blended 
liquids, the agitatoR can Move the liquids aRound without actually blending theM togetheR. Besides, it will take a long tiMe to get a good blending. With 
SeFluid in-line high sheaR MixeR, the stRong Positive woRking action of the RotoR/statoR asseMbly dRaws the liquids into the woRking chaMbeR. Inside the 
woRking chaMbeR the liquids aRe RaPidly Mixed when Passing thRough the RotoR/statoR asseMbly and PuMPed back into the vessel oR tank. The liquids 
aRe blended alMost instantaneously, Resulting in a hoMogeneous blend in a single Pass. In soMe aPPlications, such as continuous dilutions oR when the 
MateRials React in a tank, SeFluid high sheaR in-line MixeR is the Most suitable Machine.

6) Uniform particle size and uniform product for homogenization: 

One of key aiM of hoMogenization is to get unifoRM size of Raw MateRial liquid oR PaRticle size. FoR Most PRoducts, such as cReaMs, Pesticide, sauces, 
flavoRing eMulsions and PhaRMaceutical susPensions, a globule oR dRoPlet with size Range fRoM 2 to 5 MicRons is RequiRed. This size Range can be 
obtained thRough SeFluid high sheaR in-line MixeR seRies. The high PRecisely Machined woRkhead of SeFluid MixeRs can geneRate extReMely high sheaR 
Rates in a thRee stage Mixing/hoMogenizing PRocess; The high sPeed RotoR sucks Raw MateRials into the sheaRing chaMbeR. Then inside the chaMbeR the 
Raw MateRials they aRe intensely Mixed. The centRifugal foRce then dRives the Raw MateRials to the Mechanical sheaR between the PRecise RotoR and statoR. 
While the PRoduct is foRced thRough the statoR teeth at high velocity and ciRculated back into the Mix,  intense hydRaulic sheaR is caRRied out. With 
continuous feeding of fResh MateRial to the woRking chaMbeR, the quick, hoMogeneous and unifoRM globule oR PaRticle size will be achieved.

3) With self-pumping ability: 

In a tyPical Mixing oPeRation, usually a centRifugual PuMP is RequiRed foR feeding the Raw MateRial. Feeding PuMPs can often cause PRobleMs. FoR 
exaMPle, excessive eneRgy consuMPtion, the tendency to leak, oR a MisMatch between PuMPing caPacity and Mixing caPacity can Result in PooR oveRall 
Mixing PeRfoRMance oR even jaMMing of the MixeR. In the SeFluid high sheaR in-line MixeR, the RotoR Rotates at high sPeed, geneRating stRong centRifugal 
foRces that dRaw the Raw MateRial liquid into the woRking chaMbeR, Mix it unifoRMly, and then PuMP it out. DePending on the viscosity of the MateRial, 
the MixeR can tRansPoRt the MateRial uP to 20 MeteRs. Thus, the feed PuMP can be coMPletely ReMoved and the Raw MateRial can be PuMPed at the 
saMe tiMe as the Mixing.
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7) Deagglomerating for powder/liquid mixing: 

When Putting PowdeRs and liquids togetheR, it is veRy liable to foRM aggloMeRates which an usual agitatoR cannot ReMove. The high sheaR action of SeFluid 
in-line MixeR can RaPidly bReak aggloMeRates to exPose incReasing aReas of the solid to the suRRounding liquid. Then an aggloMeRate-fRee solution can be 
obtained within Minutes

8) Better for high speed Dissolving: 

SeFluid high sheaR in-line MixeRs can Make solubilizing to have high efficiency foR PRoducing food, Resin, RubbeR, PolyMeRs and industRies like cheMical and 
PetRocheMical. This is Realized when the high sPeed Rotation of the RotoR sucks liquid and solid MateRials into the woRking chaMbeR, wheRe they will 
exPeRience intense taRgeted sheaR in RotoR/statoR asseMbly. With each Pass, the PaRticle size will becoMe sMalleR. This Makes the suRface aRea of Raw 
MateRial incRease to the suRRounding liquid and sPeed uP the solubilization PRocess. SeFluid high sheaR in-line MixeR seRies is veRy ideal foR laRge-scale of 
dissolving ManufactuRe.



• Sealing Ring: EPDM,VMQ,FKM,PTFE, VITON
• Sealing TyPes: C-SIC,SIC-SIC,TC-TC
• Connection Way: ClaMP,ThRead,Flange
• TeMPeRatuRe Range: -10℃~+140℃
• MotoR TyPe: NoRMal TyPe, ExPlosion-PRoof TyPe

• Wet PaRt MateRial: SS304, SS316L
• PiPeline StandaRd: DIN, SMS, ISO
• SuRface TReatMent: Polishing, APPeaRance 

Sandblasting
• SS304 MotoR CoveR (oPtional)

MODEL

SERH60

(kw)

MOTOR POWER

1.5

2.2

4

5.5

7.5

11

15

(M3/h)

FLOW RATE

0-1.5

0-3

0-4

0-5

0-8

0-12

0-18

SERH100

SERH130

SERH150

SERH165

SERH180

SERH190

(RPM)

SPEED

2930

2930

2930

2930

2930

2930

2930

(MM)

INLET DIA.

32

32

50

50

50

65

65

(MM)

OUTLET DIA.

25

25

40

40

40

50

50

MODEL
(kw)

MOTOR POWER
(M3/h)

FLOW RATE
(RPM)

SPEED
(MM)

INLET DIA.
(MM)

OUTLET DIA.

22

37

45

55

75

90

0-25

0-35

0-50

0-75

0-90

0-110

SERH200

SERH210

SERH230

SERH250

SERH260

SERH280 1480

2930

2930

2930

2930

1480

80

80

100

100

150

150

65

65

80

80

125

125
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